1. Water lines must be completely flushed before use, to avoid debris & clogs in
your water system leading to mal-function and reduction of water flow.

2.
PROBLEMS SHOOTING
PROBLEM CAUSE CORRECTIVE ACTION
Leaks underneath handle Bonnet nut has come loose Remove the handle and
tighten the bonnet nut
Leaks from the spout Valve seatand springare  |Replace the valve seat and
worn spring
o Release aerator and check on
Inconsistent water flow pattern |Aerator is dirty or aged rubber gasket if aged or
replace with a new aerator
. Caused by stubborn water  |Clean with mild soap and
Faucetis dirty spot warm water as often as possible
Handles work backward Handle installed backward




INSTALLATION INSTRUCTIONS
For Use With KB's Widespread Lavatory Faucet with Pop-Up

BEFORE BEGINNING INSTALLATION

1. Flush plumbing lines to clear any debris.
2. Shut off both supply lines after flushing.
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1. Shut off hot and cold water supply under sink.
Plug sink drain with cloth to avoid losing small
parts. Remove old faucet.

2. Install new faucet shank through the center
hole of sink. Place mounting washer on spout
shank and attach with spout shank locknut.

Metal Washer
Locknut

4. Hold the handles in proper position. Make sure
that the top of the faucet handle is 5/8" above the
top of the sink. Mount the metal washer, rubber
gasket and locknut from underneath the sink.
Then reposition escutcheons as necessary to

a desired height.

3. Apply Teflon tape to threads on spout shank.
Attach spout tee on the spout shank

Teflon tape

5. Apply Teflon tape to all male threads. Connect
the flexible tubes from the supply shank side port
to the spout tee. And reattach the supply lines.

6. Apply Teflon tape to inlet shanks and connect
supply lines.

Need Tools:
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Basin Wrench

Adjustable Wrench
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Screwdriver
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Teflon Tape Silicone Sealant

\i Drain Plug

Sink Drain
Opening

Flange

Mounting
Nut

Pivot Rod
Opening

7. Thread mounting nut and bottom gasket onto
drain body. Wrap top threaded end of the drain

body with Teflon tape.

8. Apply silicone to bottom side of flange. Install
flange body up through the drain opening, hold

the drain flange body in position with pivot rod
opening facing the back of sink and hand tighten
the mounting nut Be sure to clean excess silicone.

Pivot Rod
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9. Place pivot rod into pivot rod opening. Slide
pivot nut over pivotrod and thread it on the

drain body. Tighten firmly.

10. With lift rod in position on the faucet, insert
lift rod through lift rod strap and secure with the
clevis screw. Guide the pivot rod through one of
the holes on the lift rod strap and secure it with
the spring clip. Then adjust the height of the lift
rod by resetting the clevis screw.

11. Turn on water supply valves and check for
leaks, especially all supply line connections.

12. Remove aerator and turn on both hot and
cold valves, let water run for at least one minute,
this will clear any debris left in the line, reinstall
aerator.
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