
      
 

Wall  Sconce Insta l lat ion Instruct ions 
 

This  wal l  sconce  can  be  used as  a  sur face  mounted  por tab le  l igh t  o r  i t  can be  conver ted  to  a  
sur face  mounted f i x tu re ,  e i ther  o f  wh ich  compl ies  w i th  Underwr i te r ’s  Labora tory  s tandards  fo r  

sa fe ty .  
 

Portab le  Sur face  Mounted  L ight  
1 .  De te rm ine  t he  l oca t i on  o f  t he  wa l l  s conce  and  ma rk  wa l l  w i t h  a  penc i l  a t  t he  t op  o f  t he  

r ound  base .  Na i l  t he  t op  o f  t he  p i c t u re  h ook  i n t o  t he  wa l l  a t  t he  penc i l  ma rk .  
2 .  Loosen  t h e  g reen  g r ound  sc rew  and  remove  t he  ba re  coppe r  g round  w i r e  f r om  t he  

r ound  mou n t i ng  p l a t e  ( on  back  o f  base )  and  t i gh te n  g round  s c rew .  D i sca rd  t h i s  coppe r  
w i r e  s i nce  i t  i s  used  on l y  whe n  t he  wa l l  l i gh t  i s  pe rmanen t l y  w i r ed  as  a  f i x t u re .  

3 .  Suspend  t he  wa l l  s conce  on  t h e  p i c t u re  hook  ( t he  sem i - c i r c l e  shaped  open ing  i n  t op  o f  
moun t i ng  p l a te  f i t s  ove r  t he  p i c t u re  hoo k ) .  

4 .  I ns e r t  t he  c o rd  i n t o  t he  c o rd  c o ve r  and  po s i t i on  i t  o n  t he  wa l l  be l ow  t he  l i gh t .  Ma r k  i t s  
l oc a t i on  o n  t he  wa l l  w i t h  a  pen c i l .  

5 .  Remove  t h e  f i lm  f r o m the  adh es i ve  s t r i p  on  t he  ba ck  o f  t he  co rd  cove r .  Repos i t i o n  co rd  
c o v e r  o n  t h e  p e n c i l  m a r k s  a n d  p r e s s  i t  f i r m l y  aga in s t  wa l l  ( co rd  cove r  w i l l  adhe re  bes t  
t o  a  smoo th  f l a t  su r f ace )  

 
Conver t ib le  Sur face  Mounted  F ix ture  

1 .  D i sconnec t  powe r  t o  t he  e l ec t r i ca l  ou t l e t  box  i n  t h e  wa l l ,  r e move  co ve r  p l a t e  ( sa ve  t he  
sc rews )  and  unsc rew  w i re  con nec to r s  f r om  ends  o f  house  w i r i ng  ( save  t he  w i r e  
connec to r s ) .  

2 .  Unsc rew  t he  2  r oun d  b rass  ba l l  f i n i a l s  f r om  the  f r o n t  o f  t he  wa l l  s conce  and  remove  
round  mou n t i ng  p l a t e  f r om  t he  back  o f  t he  base .  I f  t he  2  he ad less  ma ch ine  sc rews  
came  unsc rewed  f r o m the  r ou nd  moun t i ng  p l a te ,  r e - i ns ta l l  i n t o  t he  ho les  t ha t  a re  3  ½  
i nches  on  cen te r .  D i sca rd  t he  2  space rs  ( 3 / 6 ”  x  1 ”  t h readed  p i pe ) .  

3 .  Gen t l y  pu l l  t he  hous e  w i r i ng  (wh i t e ,  b l a ck  and  coppe r  g round  w i r e )  o u t  o f  t he  e l ec t r i ca l  
ou t l e t  bo x  and  push  i t  t h rough  t he  cen te r  ho l e  i n  t h e  r ound  moun t i ng  p l a t e .  Pos i t i on  
t he  r ound  moun t i ng  p l a t e  ove r  t he  ou t l e t  box  so  t h e  2  head le ss  mach ine  sc rews  a re  on  
a  ho r i zon ta l  l i ne  pa r a l l e l  t o  t h e  f l oo r .  A t t a ch  t he  moun t i ng  p l a t e  t o  ou t l e t  bo x  by  
i nse r t i ng  t he  sc rews  ( t ha t  you  saved  i n  s tep  1  abo ve )  t h rough  t he  cu r ve d  s l o t s  o r  ho l es  
t ha t  a l i gn  w i t h  t he  t h readed  ho les  i n  t he  ou t l e t  bo x  and  t i gh ten .  

4 .  The  ba re  coppe r  g round  w i r e  a t t ached  t o  t he  g ree n  g round  s c rew  on  t h e  r ound  
moun t i ng  p l a t e  shou ld  be  connec ted  t o  t he  ba re  co ppe r  g round  w i r e  i n  t he  e l ec t r i ca l  
box .  

5 .  Conve r t  t h e  w i r i ng  o f  t h i s  po r t a b l e  wa l l  s c once  t o  f i x t u r e  w i r i n g  by  r emo v ing  t he  p l ug  
f r om  the  g o ld  i nsu la ted  supp l y  w i r e .  Cu t  i t  o f f  abou t  1  f oo t  f r o m  the  r ou nd  me ta l  b ase  
o f  t he  wa l l  s conce  and  d i sca rd  co rd .  (D i s ca rd  co rd  cove r  a l so ) .  

6 .  Sp l i t  t he  i nsu la t i on  ( on  t he  go ld  doub le  w i r e )  down  t he  cen te r  by  a  l e ng th  o f  3 ”  and  
s t r i p  ¾”  o f  i n su l a t i on  o f f  t he  en d  o f  each  go ld  w i r e .  I f  you  l ook  ve r y  c l os e l y  you  w i l l  
no t i ce  t ha t  t he  p l as t i c  i n su l a t i on  on  one  o f  t he  sp l i t  w i r es  ha s  a  r i dge  r unn ing  t he  
l eng th  o f  t he  w i r e  on  t he  ou t s i de  edge .  Th i s  r i bbe d  w i r e  i s  t he  “ neu t ra l  w i r e ”  an d  t he  
o the r  i s  t h e  “ ho t  w i r e ” .  Us i ng  t he  w i r e  co nnec to r s  ( t ha t  you  s ave  i n  s te p  1 )  conne c t  t he  
r i bbed  “ne u t ra l  w i r e ”  t o  wh i t e  h ouse  w i r e  and  t he  o t he r  go l d  w i r e  (w i t ho u t  r i d ge )  t o  
b l ack  house  w i r e .  

7 .  A l i gn  t he  two  3 /16 ”  d i ame te r  ho l es  i n  t he  r ound  base  ove r  t he  two  head less  mach ine  
sc rews  i n  t he  r ound  moun t i ng  p l a t e  and  push  t h e  wa l l  s conce  un t i l  i t  i s  f l u sh  ag a ins t  
t h e  w a l l .   

8 .  Sc rew  t he  2  b rass  ba l l  f i n i a l s  o n to  t he  he ad less  ma ch ine  sc rews  and  t i g h ten  w i t h  
f i nge rs .  

9 .  Res to re  p owe r  t o  e l ec t r i ca l  ou t l e t  bo x .  
 

C a u t i o n  
I n j u r y  t o  p e r s o n s  a n d  d a m a g e  t o  t h e  w a l l  s c o n c e  a n d / o r  m o u n t i n g  s u r f a c e  m a y  r e s u l t  i f  t h e  w a l l  

s c o n c e  i s  p u l l e d  f r o m  t h e  s u r f a c e .  T o  r e d u c e  t h e  l i k e l i h o o d  o f  s u c h  i n j u r y  o r  d a m a g e ,  m o u n t  
o n l y  o n  a  s u r f a c e  t h a t  i s  m e c h a n i c a l l y  s o u n d .  
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