
 
 
 

Chandelier Installation Instructions 
 

These  i ns t ruc t i ons  a re  p rov ide  fo r  your  sa fe ty .  I t  i s  ve ry  impor tan t  tha t  they  a re  read  ca re fu l l y  
and  comp le te l y  be fo re  beg inn ing  ins ta l l a t i on  o f  th i s  chande l ie r .  We s t rong ly  sugges t  tha t  a l l  

d i rec t  w i red  f i x tu res  be  i ns ta l l ed  by  a  p ro fess iona l  e lec t r i c ian .  
 

 
BEFORE ASSEMBLY 
Your  chande l ie r  shou ld  have  the  fo l l ow ing  ha rdware  inc luded  in  the  ins ta l l a t i on  k i t :  

1 .  Canopy  p la te  
2 .  Moun t i ng  s t r ip  w i th  g reen  g round  sc rew  
3 .  Threaded  p ipe  n ipp le  
4 .  N ipp le  assemb ly  w i th  l ocknu t  
5 .  Cha in ,  e lec t r i ca l  supp ly  and  g round  w i re  
 

 
TO ASSEMBLE 

1 .  Shut  o f f  the  ma in  e lect r ica l  supp ly f rom the  fuse  
         box /c i rcu i t  b reaker .  

2 .  Remove  ex i s t i ng  f i x tu re  –  loosen  the  locknu t  wh i l e  
ho ld ing  the  canopy  p la te  w i th  one  hand .  Lower  the  
canopy  p la te .  Th is  exposes  the  ou t l e t  box  tha t  ho lds  
the  w i r i ng .  

3 .  Unsc rew the  p las t i c  w i re  nu ts  and  d isconnec t  the  b lack  
and  wh i te  house  w i res  f rom the  o ld  f i x tu re .  D isconnec t  
t he  g round  w i re  ( save  the  w i re  nu ts ) .  Remove  the   
n ipp le  and  moun t i ng  s t r ip  tha t  c rosses  the  ou t le t  box  
and  rep lace  w i th  new ones  f rom ins ta l la t ion  k i t .  

4 .  Dete rmine  the  d is tance  to  suspend  your  chande l ie r  f r om  
t he  ce i l i ng  and  i f  necessary ,  remove  the  ex t ra  l i nks  f rom  
the  cha in  and  reconnec t  the  cha in  to  the  n ipp le  (hook )  
assemb ly .  The  e lec t r i c  supp ly  w i re  tha t  i s  woven  th rough  

         t he  cha in  shou ld  be  cu t  o f f  12  i nches  longer  than  the  cha in .  
         Cu t  the  b ra ided  copper  g round  w i re  the  same leng th .  Sp l i t  
         t he  supp ly  w i re  down  the  cen te r  by  a  leng th  o f  3  i nches  and   
         s t r i p  ¾  inch  o f  i nsu la t ion  o f f  the  end  o f  each  w i re .  I f  you  look  ve ry  c lose l y ,  you  w i l l  
         no t i ce  tha t  the  p las t i c  insu la t ion  o f  one  o f  t he  two  sp l i t  w i res  has  a  r i b  on  the  ou ts ide  
         edge .  Th is  r ibbed  w i re  i s  the  “neu t ra l ”  w i re  and  the  o the r  i s  t he  “ho t ”  w i re ;  you  w i l l  need  
         t o  remember  the  d i f fe rence  la te r  on  when  you  connec t  these  to  the  house  w i res  in  the  
         e lec t r i ca l  ou t l e t  box .  

5 .  I nse r t  the  two  s t r ipped  w i res  and  the  b ra ided  copper  g round  w i re  th rough  the  n ipp le   
assemb ly ,  l ocknu t ,  moun t ing  p la te  and  moun t ing  s t r i p .  Us ing  the  w i re  nu ts  tha t  you  
saved ,  a t tach  the  r i bbed  w i re  to  t he  wh i te  “neu t ra l ”  house  w i re  and  the  un- r ibbed  w i re  to   
the  b lack  “ho t ”  house  w i re .  Secu re  the  w i re  nu ts  w i th  b lack  e lec t r i ca l  tape .  Connec t  the  
b ra ided  copper  g round  w i re  to  the  g reen  g round  sc rew  marked  “GRD”  on  the  moun t ing  
s t r ip .  I t  i s  imperat ive  that  the  out le t  box  in  your  home be  proper ly  grounded .  

6 .  P lease  note :  Do  not  reverse  the  hot  and  neut ra l  connect ions .  A lw ays  make  sure  
that  no  w ire  s t rands a re  outs ide  o f  the  w i re  nut  connectors .  

7 .  Gent l y  push  the  w i r ing  back  in to  the  ou t l e t  box .  Sc rew the  n ipp le  assemb ly ,  l ocknu t  and  
canopy  p la te  in to  the  moun t i ng  s t r ip  and  tu rn  un t i l  the  canopy  i s  snug  aga ins t  the  
ce i l i ng .  Please  do  no t  suppor t  f i x tu re  f rom the  e lec t r i ca l  co rd .  

8 .  Res to re  power  to  the  e lec t r i ca l  ou t le t  box .  
 
Ca re  fo r  your  chande l ie r :   
Dus t  w i th  a  so f t  d r y  c lo th .  To  p ro tec t  the  f i n i sh ,  do  no t  use  c leane rs  o r  ab ras i ves .  
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