


INSALLAION INSTRUCTIONS:
(FOR FIXTURES OVER 50 LBS)

GOOSE CREEK, SC. 29445 Quoizel recommends a licensed electrician ofr cgnti
consulted for this installation.

FIGURE 3

1. Before installing fixture, carefully unpajck
parts referring to illus@ aBi® s UG thREpo W e

to the installation.point is OFF
2.(Refer to FiqupageTh)s weight ofixhiuse wil
| 3/8-18 NIPPLE, SHAKE require a means of support independent|of
HEx NUTNCLUDED) BOX. This fixturesmpgordied by 3/8-18 NRSI
NIPPLE(supped&dPPbhE should be positiope
HOLE DRILLED that 3/4 protrudes into the OUTLNeolteBQKec
:BNOSXIDE OUTLET opposite end of the NIPPLE must be atfac
structural or bridging méimbeart csftrsaufgth fo

support the fixturd atebaghticelenusbe
drilleadntheinsidieopcenteaxftheOUTLEBO X
PleasrefetroFIGUREPag8fordetailed

= ilfustratiwaerecommenhldeconsultatoda

licensedectricoanontracthbuetothecomplexity
ofthisnstallation

3. With the NIPPLE properly situated, locafe
proceed to thread onto the end of the N|PIF
into the OBOWXERAread COUPLING onto pipe
SETSCREWS tiglghten the to GEEW with pliers to selcu
COUPLING to NIPPLE.
4 Making the connedqtQamszel recommends (4)
COUPLING people for the rest of thisProgtaedtatoonhrjav
the FIXTUREYSQUBPGAROUND WIRES. Loc|at:
FIXTURE CHAIN and attach one end to the
LOCK NMAT at the top of FIXTURE. Please note that|de
material thickness, you might be requirgd
spread chain links open. Proceed to paps
SUP/PAnd GROUND WIRES through the cHhai
NIPPLE links. Proceed the pass the wires through
mounting components in this oLdeCK IRIN|&N
2) CEILING CANORNOEGMAIN LOOPSHAKE
PROOASWER B and LOBKBUNIPPLE 6) LPDC
LOCK NWBT NUArand SHAKE PR@SHER NotelThread

LOCNUTAanBapprdXateackndfNIPPLE

SHAKE PRO@BHMER B Position the fixture oveBQNXea@tl PlaBET$ th¢
fixture wires through the bottom center pf
wires through the wire way hole on side|of
Proceed to thread the NIPPLE into the po
COUPLING unfTiid htigmtthe LOWERCREW
- Proceed to thread ALONMIKSMWKE PROOF

FIXTURE CHAIN MSHERuUp NIPPLE until seated against {he
COUPLMNgten until snug with pliers. Pjro

the FIXTURE GROUND WIRE to HOUSE |GF

using wire connector (not supplied). Using

(not supplied), connect the HOUSE WHITE

FIXTURE YUWPIRRIE (WHITE or RIBBED SIQE)

the HOUSE BLACK (or RED) WIRE to thg F

WIRE (BLACK or SMOOTHpSdOE)onMéctiolns

approved electrical tape.

5. With the proper connecrtécesdntodeéhrgad {he

CANOEGMAIN LO®@@Po the bottom of the NIPF

Proceed to attach the top of the FIXTURE|C

= bottom of the CAMOWY.O®Poceed to threpd
LOCK MUadand SHAKE PRXOSHEERV B down onto

top of the CEN@RY LOOghten and snug wfith

CEILING 6. Proceed to push the CEILUN®aCANOPY the

HOUSE SUPPL
and GROUND
WIRES

OUTLEBOX

SHAKE PRO@BSMER

1%

CANOPEHAIN LOOP

CANOPY OUTLEOX. Be sure that all wires are cajre
into the OBOIXETGaviBecure canopy againpt
Wine TESYPPL Ty threading CONK®PRING onto the LOARD P

Tighten until snug.
7. Refer back to Pageahd Steish installation.

‘ Q CANOPIKOCK
RING
1S-1871

Page 2 ofl 3
01.05




FIGURE 4: WRARCEATTIC CAAWAY
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